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Type Size Power AC / DC

DC

Finger guard outlet** DIN Clip**

C 25

Order Code Example: C 25 / 2 – 30 W – 12V – DC – 24 V – 0 – 1

30 W 12 V 24 V 1

1  /  2 1   / 0 1  /  0

2 0

Fan input

12  /  24

Heater
Voltage

25/225/1Cirrus 25

40W30W20W10W20W10W5Wat 10°CNominal Power*

Typical Max. Inrush Current (A) RMS

Typical Max. Inrush Current (A) RMS 

Typical Max. Inrush Current (A) RMS

IIIIII / SELVIII / SELVIII / SELVIII / SELVElectrical Protection Class

IP20IP20IP20IP20IP20IP20IP20Ingress Protection

5,1 5,1 5,1 5,1 5,1 5,1 5,1(m³/h)Fan Volumetric Flow

Fan Life Time - L10

-10 to +70-10 to +70-10 to +70-10 to +70-10 to +70-10 to +70-10 to +70)C°(Fan Operating Temperature Range

Nominal Input Voltage Fan

12 AC/DC 
or 24 AC/DC
or 115/230

12 AC/DC
or
115/230

24 AC/DC12 DC, 12 AC or 24 AC/DC
)V(Nominal Input Voltage Heater

Dimensions

72 72 72 7250 50 50(mm)Length

60 60 60 90 90 90 90(g)Weight

Finger Guards at Outlet

Finger Guards at Outlet

Cirrus 25

at 24V AC

at 115/230V AC - - - - 0,5 / 2,5 1 / 3,5 1 / 3,5

at 12V AC 0,5 1,5 3 - 2,5 4 5

1,3 1,3 3 2,5 - 5,5 9,5

bei 40°C (Std.) 120.000 120.000 120.000 120.000 120.000 120.000 120.000

Cross Section (mm) 26 x 27 26 x 27 26 x 27 26 x 27 26 x 27 26 x 27 26 x 27

(V) 12 DC, 12 AC or 24 AC/DC 12 DC, 12 AC or 24 AC/DC24 AC/DC

(High Voltage Supply)

(Low Voltage Supply) Optional Optional Optional Optional Optional Optional Optional

- - - - YES YES YES

Model 25 /1

 Model 25 /2

50
,0

 m
m

72
,0

 m
m

27,0 mm

27,0 mm

*Other power outputs
available on request.

When specifying 12V fan, 
select either AC or DC 
operation. For 24V fan 
operation AC or DC can be 
applied. ** 1 = Yes, 0 = No
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Type Size Power AC / DC

AC

Finger Guard**

C 40

Order Code Example: C 40 / 2 – 125 W – 24 V – AC – 24 0 V – 1 – 0 – 1 – 1

125 W 24V 240 V 1

1  /  2 outlet 1/0 inlet 1/0

DIN Clip**

1  /  0

1

Filter**

a

2 1 0

Fan input

12  /  24

Heater 
Voltage

40/1Cirrus 40

80W 100W60W50Wat 10°CNominal Power*

Typical Max In-Rush Current (A) RMS

Typical Max In-Rush Current (A) RMS

Typical Max In-Rush Current (A) RMS

I IIIElectrical Protection Class

IP20 IP20IP20IP20Ingress Protection

13,6 13,6 13,6 13,6(m³/h)Fan Volumetic Flow

Fan Life Time - L10

(°C) -10 to +70 -10 to +70 -10 to +70 -10 to +70Fan Operating Temperature Range

Nominal Input Voltage Fan

12 AC/DC, 24 AC/DC
or 115/230

(V)Nominal Input Voltage Heater

Dimensions

72/77 77 77(mm) 72/77Length

175 175 175(g) 175Weight

Finger Guards at Outlet

Finger Guards at Outlet

Cirrus 40

at 24V AC

at 115/230V AC 2/6 1,5/5 2/6,5 1,5/4,5

at 12V AC 5 6,5 - -

5,5 7,5 - -

at 40°C (Std.) 120.000 120.000 120.000 120.000

Cross Section (mm) 42 x 42

(V) 12 DC, 12 AC oder 24 AC/DC

(High Voltage Supply)

(Low Voltage Supply) Optional Optional - -

YES YES YES YES

40/2

230W200W150W125W

IIII

IP20IP20IP20IP20

12,4 12,4 12,4 12,4

-10 to +70 -10 to +70 -10 to +70 -20 to +60

115/230

112 112 112 112

260 260 260 275

-/10 -/10 -/10 -/10

- - - -

- - - -

120.000 120.000 120.000 120.000

- - - -

YES YES YES YES

Model 40/2

72
,0

 m
m

10
7,

0 
m

m

42,0 mm

42,0 mm

* Other power outputs available on request

** 1 = Yes, 0 = No
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Cirrus 60

Cirrus 60 

at 10°C 400W 300W 200W

at 230 VAC 

at 115 VAC 

10 8 4

3,5 1,75 5 

(40°C ambient) 55 50 45

II II II 

IP20 IP20

Nominal Power*

Typical Peak In-Rush Current (A) RMS

Typical Peak In-Rush Current (A) RMS

Max. Body Temperature

Electrical Protection Class

Ingress Protection

Operating Temperature Range

Storage Temperature Range

IP20

(°C) 

(°C) 

-10 to +70

-40 to +70

1010 10(m3/h) Fan Volumetric Flow at 50Hz (230V AC)

Fan Volumetric Flow at 60 Hz (115V AC) (m3/h) 1313 13

Fan Life Time - L10 at 40°C (hrs) 49.000 49.000 49.000

115/230AC 115/230AC 115/230AC

(mm) 71 x 70 71 x 70

(mm) 

71 x 70 

98,2 98,2 98,2

(mm) 240 240 240

(g) 275 to 310

Nominal Input Voltage (Depending on Variant)    (V)

Dimensions Cross Section

Length

Harness Length

Weight - add 35g for Bracket

Finger Guards at Inlet (integrated with moulding 
at outlet)

Yes Yes Yes

Mounting Bracket Detail

Type Power Heater
Voltage

DIN Clip**

Order Code Example: C60 – 400W – 230 V – 1 – 1– 0 

400 C60 W 230 V 1

1  /  0

Mounting bracket bulkhead**

0

1  /  0

Ordering Example:

Mounting bracket side**

1

1  /  0

Model 60

98
,2

 m
m

71,0 mm

* Other power outputs available on request

** 1 = Yes, 0 = No

EMC Version (°C) -10 to +50
-10 to +70
-10 to +50

-10 to +70
-10 to +50

-40 to +70 -40 to +70
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Cirrus 80

Type Power Heater
Voltage

DIN Clip**

Order Code Example: C80 – 600W – 230 V – 1 – 1 

600 C80 W 230 V 1

1  /  0

Filter**

1

1  /  0

Ordering Example:

Cirrus 80 

Nominal Power* at 10°C 300 / 600W 450 / 800W

Typical Max.In-Rush Current (A) RMS at 230V AC 10 11

Typical Max.In-Rush Current (A) RMS at 115V AC 15 14

Max. Body Temperature (°C) 55 80

Electrical Protection Class I I

Ingress Protection IP20 IP20

Operating Temperature Range (°C) -40 to +60 -40 to +60

Fan Volumetric Flow (m3/h) 45 - 54 45 - 54

Fan Life Time - L10 at 40°C 

(Depending on Variant)     (V)

(hrs) 43.500 43.500

115/230AC 115/230AC 

Cross Section (mm) 82 x 110 82 x 110

(mm) 150 150

(g) 785 785

Nominal Input Voltage

Dimensions

Length

Weight

Finger Guards at Inlet and Outlet Yes Yes

* Other power outputs available on request

** 1 = Yes, 0 = No

Design drawing
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